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Claro 3030 Claro 3040 Claro 3050 Claro 3060

Maximum Voice Channels
PSTN/PBX 4/8 4/8 23 30
IP 5/10 5/10 10/15/23 10/15/23/30
Telephony Interface
PBX/Phone FXS BRI S/T-NT T1 PRI E1 PRI
PSTN FXO BRI S/T-TE T1 PRI E1 PRI
End-to-end DTMF √ √ √ √
En-block & overlap phone
numbering sending support √ √ √
Signaling Protocols Loop Start Euro ISDN (EDSS-1) Nortel DMS-100 Euro ISDN

Reverse battery National ISDN-2, VNG
Power denial NTT, KDD, QSIG (basic call), ITR6

Hong Kong Tel QSIG (basic call)
AT&T 5ESS, AT&T 4ESS

Line impedance 600/900/Complex 100 Ohm 100 ohm 120 ohm
Connector type RJ-11 RJ-45 RJ-45 RJ-45

VoIP Specifications
IP Telephony Protocol Support H.323 v4

SIP v2
Dynamic protocol selection

IP Transport RTP/RTCP
Voice Encoding G.711 (A-law, µ-law)

G.723.1
G.729AB
G.726/32
NetCoder ®

Voice Quality IP TOS
Diff Serv
Adaptive, dynamic jitter buffer
Line Echo Cancellation ITU G.165, ITU G.168
Multi-level error correction
Bad frame interpolation
Comfort noise generation (CNG)
Voice activity detection (VAD)/Silence Suppression

Fax Relay T.38 real-time fax protocol
LAN Interface 10/100 Base-T Ethernet auto sensing

RJ-45 connector (IEEE 802.3)
NAT traversal Supported
Multi Path Switching Supported
PSTN back-up Supported

Claro Ordering
Product ID Claro 2010/2020
BV1004 FXS 4-port
BV1008 FXS 8-port
BV1016 FXS 16-port
BV1104 FXO 4-port
BV1108 FXO 8-port
BV1116 FXO 16-port
Product ID Claro 2050/2060
BV2001 E1 PRI
BV2002 2xE1 PRI
BV2101 T1 PRI
BV2102 2xT1 PRI
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